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JF545 – STABILIZATION CHART*

*The division in 4 areas is a schematic simplification: software adapts level pressure continuously 

OUTRIGGER ANGLE

OUTRIGGER 
EXTENSION

STABILITY AREA

PRESSURE AVAILABLE

CRANE ANGLE 
ROTATION / 
WORKING SECTOR

STABILITY AREAS

K5 K1 K2 K3 K4

1 - 28,2 m / 40 sek.

11.250 kg

JF545 13.700 kg

Abnehmbares 
Gewicht 3.500 kg

Gummipads 300 kg (92 Stk.)

JIB L426 1.200 kg

KubotaV 3307-CR-TE4B

55,4 kW / 74 PS

13,5 kW / 17,4 PS
400 V

15.500 kg

28 m

32,5 m*

2600 kg
60 m - Ø 12 mm

2600 kg

2400 kg

2200 kg

2040 kg

1

2

3

4

36,5 m/min

43,5 m/min

47 m/min

0,85 kg/cm2

2,5 km/h

20°

JF545

Inklusive Kettenfahrwerk

5450 x 1840 x 2750 mm

6700 x 6700 mm

-15° – 80° / 30 sek.

40 m/min

360° / 1 U/min

BWF2000 200 kg

K5 K1 K2 K3 K4

STABILITÄTS-BEREICHE

STÜTZEN-AUSSCHUB

STÜTZEN-WINKEL

ABSTÜTZ-BEREICH

DRUCK

MIN STABILITÄTSWINKEL = 0°
MAX STABILITÄTSWINKEL = 45°

Abstütz-Bereich

Beispiel Abstütz-Übersicht*

*Die Teilung in vier Bereiche ist eine schematische Vereinfachung. 
  Die Software passt den Druck-Level kontinuierlich an 

*Inklusive Jib

32 m Arbeitshöhe
28 m Radius

KRAN WINKEL
DREH / ARBEITSBEREICH
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JF545 – STABILIZATION CHART*

*The division in 4 areas is a schematic simplification: software adapts level pressure continuously 

OUTRIGGER ANGLE

OUTRIGGER 
EXTENSION

STABILITY AREA

PRESSURE AVAILABLE

CRANE ANGLE 
ROTATION / 
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STABILITY AREAS

K5 K1 K2 K3 K4



JF545

Hauptausleger ohne Kontergewicht

100 %

360°

0 kg

K5 243 bar
70 %

Haken

K4

K3

K2

238 bar
68 %

192 bar
55 %

140 bar
40 %

Hauptausleger

100 %

360°

3500 kg

Haken

K5 315 bar
90 %

K4

K3

K2

K1

309 bar
98 %

277 bar
80%

207 bar
60 %

120 bar
35 %

   

               

  
      



JF545

100%

360°

3.500 kg

Haken

Hakenmodus mit JIB L426

K5 345 bar
100 %

K4

K3

338 bar
98 %

277 bar
80%

Hauptausleger im Windenmodus

100 %

360°

3.500 kg

K5 315 bar
90 %

Winde

K4

K3

K2

K1

309 bar
88 %

277 bar
80%

207 bar
60 %

120 bar
35 %
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JF545RA.2.26 
with PULLEY 

  

 F545RA.2.26 + L426 
with HOOK

  

 F545RA.2.26 + L426 
with HOOK

  

 F545RA.2.26 + L426 
with HOOK

  

 F545RA.2.26 + L426 
with HOOK
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JF545RA.2.26 
with PULLEY 
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JF545RA.2.26 
with PULLEY 
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JF545RA.2.26 
with PULLEY 
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JF545RA.2.26 
with PULLEY 
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JF545RA.2.26 
with PULLEY 

  



JF545RA.2.26 + L426 
TWO MAN BASKET 
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JF545RA.2.26 + L426
with PULLEY 

  

Zwei-Mann-Arbeitskorb 

100%

360°

3500 kg

Arbeitskorb

200 kg

100%

360°

3500 kg

Winde

JF545

Windenmodus mit JIB L426

K5 315 bar
90 %

K4 309 bar
88 %
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JF545RA.2.26 + L426
with PULLEY 

  

16

JF545RA.2.26 + L426
with PULLEY 

  



JF545

Abmessungen
inkl. Abstützung und Kunststoffpads
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JF545 – OVERALL DIMENSIONS
(with jib and low marking pads)

H = 2,83m with V20 whinch.
H = 2,90m with V30 whinch.

JF545 – STABILIZATION AREA

MIN ANGLE STABILITY =  0° 
MAX ANGLE STABILITY = 45° 

H = 2,83 m mit Winde V20
H = 2,90 m mit Winde V30

4

JF545 – OVERALL DIMENSIONS
(with jib and low marking pads)

H = 2,83m with V20 whinch.
H = 2,90m with V30 whinch.

JF545 – STABILIZATION AREA

MIN ANGLE STABILITY =  0° 
MAX ANGLE STABILITY = 45° 

Minimal 0°
Maximal 45 °
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